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— it FIH General
e 10700
Operating temperature
& DIENEES
fil L 40°C 85

Storage temperature

5545 Electrical Characteristics

ZEE I %R
iatian DC 5V 0.5 mA
Power rating
#B2x BT
e ,h . More than 10 MQ at DC 50 V 1 minute
Insulation resistance
TR
m.E@¢ 1 Minute at AC 50 V
Withstand voltage
t1,t3 < 3mS, t2 <2 mS ( Test conditions HIFA&M: 360°/S)
Using the C / R filter circuit is recommended 2514 A C / R Y% & %
DC 5V OFF
‘ o 10K Q 10KQ 3.5V —
T BRI Terminal A Terminal B
Sliding noise LN S B ¥ 15y --
| ﬁ‘ Encoder
N o b oN - -

Terminal C
7 (W T

I3 fREET] O 12 O24 {AMAARE /360 °
Resolution 00 12 [0 24 pulses/ 360 ° for each phase.
AHALZE

Phase difference

AT=025+017T

it 5 SR AT i 7 )

Output signal and rotational direction

| |
WSS A Signal oK =, I
| |
T i OFF ' '
C.W direction B Signal ON ___ | |

FE W5 EMechanical Characteristics

B s
Total rotational angle

EXEWafia 20 ~ 200 gf.cm

Rotational torque ( Shaft may be hard rotatable at -10 ‘C ~+5 ‘C {H7E -10 ‘C ~+5 C ili 158 ] i} )
R O With switch 5 Kgf [ without switch 8 Kgf

Shaft push-pull strength O #7525 Kgf O A7 56 2 8 Kef

SENLETE AL E O 12 detents ( Stepangle: 30°+3°)

Number and position detent

[J 24 detents ( Stepangle: 15°+3 °) [J 0 detents ( Step angle: 360 °)

S = ] 52

Shaft play in axial direction

0.4 mm max

LB )] 0.7 *L/30mmp-p LAR L. F5 %255 T~ T B (0 1 iy £ 6 e D

Shaft wobble 0.7 *L /30 mm p-p Max L: Distance between mounting surface and the top of the shaft.
i [  [v $R )) 5° LN

Shaft play in rotational wobble 5° Max

EEE e 30,000 cycles at a speed of 600 cycles / per hour

Rotational life

BN 600 R P 22 A
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Resistance to soldering heat

FHE: 300 °C LUK, 3 A RAN. AEhe B EE G RS R IE: THRCEENGRIRE 100 C LLF,
IRFfH] 123 DAY, 8500 260+5 C3~5 1

Manual soldering: less than 300 ‘C and within 3 seconds.

For automated or semi-automated soldering equipments:

Preheating: surface temperature of board: less than 100 ‘C and within 1 min.

Auto soldering: 260 £ 5 °C for 3 ~ 5 seconds.

HEF)BH B 4% Push-on Switch Specific Ations

?w%?cfiicuit Single pole and single throw ( push on ) Bl Bt ( HEF) )
B A TAEATHE +04

Switch travel (mm) 0.5 03 M

Bl [ 81 7 +200

Switch operating force >00 -200 ghem

B EEVRIES DC 5V 10 mA

Switch rating power

B 3] 422 il FEL 7t S MEEI]: 100 mQ, 75 R EF d i [E A5 A2 200 mQ

Switch contact resistance

First period 100 mQ ; 200 mQ after the end of useful life is reached

B e 42 R 35 iy
Switch push life

20,000 cycles min.

The encoder shall be rotated 20,000 cycles at a speed of 600 cycles / H without electical load. The
measurement is done at each 5,000 cycles ( shaft push load: 1 kgf').

5 3 AR T B DL 4/NE 600 i 4E: SO BB AE I 20.000 111%,7E 5,000 (AR HE
AT RRE (HiHZEE ) 1 kg BLR ).

Note FEM: & 2 i 74 B B At s i, LA 36581 Bl 8 A B TR

Note: When product without switch structure, the above switch specifications are cancelled.
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Shaft Types §JIIE]:
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